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Compressed air

1.0

1.5

5 to 60

0.02 to 0.5 (0.01 to 0.2) (Note 1)

0.001 (lock sensitivity 0.004) (Note 2)

1.5 (Note 3)

Push-in joint:    4,     6

Rc1/8

90

Specifications
Descriptions
Working fluid

Max. working pressure

Withstanding pressure

Ambient temperature range

Set pressure range

Sensitivity

Air consumption

Port size

Product weight

Note 1: Values in parentheses are for low pressure. 
Note 2: Set pressure sensitivity for the pressure adjustment knob block's minimum spacing. 
Note 3: Value for secondary side setting pressure 0.1 MPa. 

IN-OUT

GAUGE

Mpa

Mpa

Mpa

Mpa

/min

g

RJB500

Flow characteristic
 RJB500-**C4  RJB500-**C6

Pressure characteristic

 RJB500-**C4-L  RJB500-**C6-L Relief characteristic

How to order

Model no.

ConnectionA

OptionB

SSC4 PRJB500
Symbol Descriptions

S

L

S

L

C4

C6
Port size

D
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OUT

Straight

Elbow

Straight

Elbow

    4

    6

ConnectionA

Note on model no. selection

Note 1: A 0 to 1.0 MPa pressure gauge is assembled. 
Note 2: A 0 to 0.4 MPa pressure gauge is assembled. 
Note 3: For panel installation, indicate option symbol "P". 

Panel
mount

Pressure
range

Blank

P

Blank

L

Blank

T

Without nut

With nut

0.02 to 0.5 MPa   Note 1

0.01 to 0.2 MPa   Note 2

With pressure gauge

Without pressure gauge (gauge port Rc1/8)

OptionB

Pressure
gauge

Primary pressure 0.7MPa
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0.05

0

Primary pressure 0.5MPa
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Air flow rate (   /min. ANR)
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0.2
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0.05
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Primary pressure (MPa)
0.60.4
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Set point

0.1

0.08
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0.02
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Relief (   /min. ANR)

Primary pressure 0.5MPa,
secondary pressure 0.2MPa

Compact direct operating precision regulator

RJB500 Series
Grease free specification, compact, space saving type.
Port size: Push-in joint    4,    6
JIS symbol

Primary pressure 0.7MPa
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Air flow rate (   /min. ANR)
806040 100 120 14020
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Refrigerating 
type dryer

Desiccant 
type dryer

High polymer 
membrane 
dryer

Auto. drain
/ others

F.R.L.
(Module unit)

F.R.L.
(Separate)

F.R.L.
(Related 
products)

Clean
F.R.

Speed 
control valve

Check valve
/ others

Joint
/ tube

Suction 
plate

Magnetic 
spring buffer

Mechanical 
pressure SW

Electronic 
pressure SW

Contact / close 
contact conf.
SW

Small 
flow sensor

Flow sensor
for air

Flow sensor 
for water

Total air 
system
Total air 
system
(Gamma)

Air filter

Precise 
regulator

Electro 
pneumatic 
regulator

Silencer

Vacuum 
regulator

Air sensor

Pressure SW
for coolant

Ending

Compact 
F.R.

Vacuum 
filter

Air
booster

Small 
flow controller


