
Kinetics
roller guide type precise
gripping because of base
jaw guides with small
clearance

Base jaw
for fitting the workpiece
specific gripper fingers

Body
high-tensile aluminum body with
lightest possible because of
hard anodizing

AF105P-08,10,16

Roller guide type

Back pressure sensor is available only.

Small size but strong grip force

Taper sliding & roller guide type

Easy to mount many grippers (compact body)

Drive
double acting pneumatic
cylinder
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Character

Gripper
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AF105P

Gripper Body

Piston Packing

O-Ring

End Cover

Plunger Pin

Hinge Pin

Snap Ring

Master Jaw

Guide Rol ler

Piston

Stopper Ring

Rod Packing

Plunger
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Exploded view
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AF105P

AF105P 16 NO HT

Product
Name

08, 10, 16
Bore Size

- -

Nomark - Standard
(for general pneumatic seal)
HT - High temperature sealing

sets ( -10 to 120 )

Sealing Option

Nomark - Dual action
Type (Standard)

NO - Normal Open
NC - Normal Close

Product Type

This product sensor is only back pressure sensor

- For high temperature sealing,
consult JRT

-For NO, NC type
consult JRT

*

The del ivery of * mark opt ion is longer than a standard, So inquire of JRT
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AF105P-08(OPEN) AF105P10(OPEN) AF105P-16(OPEN)

AF105P-08(CLOSE) AF105P-10(CLOSE) AF105P-16(CLOSE)

AF105P
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P=Air Pressure[bar] , L=Exertion length[mm]

Unit

Stroke 4 mm

kg

mm

N

N

cm3

sec

mm

bar

Weight 0.06

Max. length of attach 25

2.45(P-0.015L)

3.43(P-0.015L)

Fitting size M5

Gripping force:Open

Gripping force:Close

Air consumption per cycle

Closing / Opening time

* Repeat accuracy

Max.cycle per minute

Operating pressure

Ambient temperature

Lubrication

Products Name AF105P-8

0.2

0.01 / 0.01

60

0.01

5

0.11

30

3.34(P-0.015L)

5.40(P-0.015L)

M5

AF105P-10

0.3

0.01 / 0.01

60

3~7

0.01

-5 to 60

8

0.27

40

9.81(P-0.015L)

12.26(P-0.015L)

M5

AF105P-16

1.4

0.01 / 0.01

60

0.01

Needless

Speci f icat ion

Gripping Force per exert ion length

www.jrtfa.com

* After 100 consecutive strokes to end positions



AF105P-08

AF105P-10
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2-M5 AIR PORT
OPEN
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OPEN

2-M5 AIR PORT
CLOSE
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AF105P-16

Note

0 -0
.0
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2-M5 AIR PORT
OPEN

2-M5 AIR PORT
CLOSE
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